
9 Logo in2aqua 1 - 09 0114 -
8 Logo 2.0 gpm DOE cUPC 1 - 09 0093 -
7 Star Washer 1 STAINLESS STEEL 03 0412 J29801000
6 Flow limiter Not Return 2 gpm 1 VARIED 80 0136 J27550168/2.0
5 Disk Clean-Air PURE 105 1 ABS CHROMED 01 0578 JA170305
4 ORing 88.62x1.78 1 NBR 70 ShA 02 0007-049 J99980122
3 Gasket PURE 105 1 SILICON 60  ShA 02 0156 JA175000
2 Conveyer PURE 105 welded 1 PPE+PS 04 0049 JA170200
1 Body PURE SOFT 105 welded 1 ABS CHROMED 01 0645 JB170105/01

Pos. DENOMINAZIONE / DESCRIPTION Q.ty MATERIALE / MATERIAL DISEGNO / DRAWING CODICE / CODE
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2.0 gpm
7.6 L/min MAX
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Ingrassare O-ring con grasso 
tipo BESSIL BESLUX EH-000

Put grease type BESSIL BESLUX EH-000
on the O-ring 
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in2aqua GmbH
Königstrasse 26 • 70173 Stuttgart, Germany

Phone: +49 (0)7127 9296 141 • 1 800 257 6051
www.in2aqua.de • www.in2aqua.com • info@in2aqua.com

Note: Please apply thread seal tape (also known as plumber's tape) to all threads


